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Riviera 66000

Weight of the surrounding :	 380 kg
Height:	  263 cm  Width:100 cm 	Depth: 65 cm
Glue : 	 Concrete glue
Paint : 	 for concrete
NOTE.  
Concrete elements placed outside are exposed
for extreme strain.
As a result of this you may find cracks.
These cracks are cosmetic as the concrete is
reinforced with fibre.
The cracks will decrease during time and the
can be covered with concrete paint.

The fireplace should be placed on a frost-free foundation.

Fig. 1

1. Place the base of the framework (1-2) 

2. Fasten the shelves (3) at the fondation 
inside the base element (1-2)

3. Before the bottom is placed (5) the three
threaded bolts (4) attached with slice and nut 
has to be enteret through the hole in the concrete.
This is because its quite hard to get to the nut after
the bottom plate is attached.

4. 2" fire bricks (6) are placed in the bottom of
th fireplace as shown at the drawing.

5. The side walls (7-8) is placed according to
fig 1. With the tube (9) entered over the treaded
bolt (4) placed in the corner between the side 
walls.

6. Fasten the shelf (10) with glue and secured
with slice and nut. Fig. 1

7. Fasten the fire bricks (11) and use the short
bricks in the corner.

8. Fasten the top element (12).

9. Fasten the chimney element (13).
This element is not even with the top element (12).  
The uneveness its not supposed to be spackled out.

10. Fasten the top chimney parts (14-15).
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	 To prevent the fireplace from tilting, the shelf has 
               to be fastened.

Before the bottom 
plate (5) is placed
you have to enter
the treaded bolt
with a slice and a
bolt (4) through the
hole in the concrete. 
Enter the tube (9)
over the treaded
bolt before you  
place the shelf (10).
Fasten the treaded bolt 
with slice and nut into the 
noth in the concrete. 
The noth on the shelf 
is supposed to be filled with glue.

Moisture the elements with a sponge to make better attachment 
for the glue. The concrete glue is supposed to be mixed
to a consistency like moist butter. Fasten all elements together
with glue. Fasten the fire brick on the back wall with glue.
Its favorable to leave the bottom fire bricks unfasten to drain the
rain water through the holes in the bottom of the fireplace.
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